
Basic Operation 
When the MedLux Cove Lights or Color Changing Troffer systems are set for normal “RUN mode” operation, the display will present a 
continuously changing series of colors. This cycling action will repeat until instructed to “HOLD” or until one of the “PRESET” fixed colors is 
selected. Preset colors can be modified and saved at any time. Of course, the display can be turned off at any time using the “OFF” key. 
The time required to complete a full color cycle can be changed using a special key sequence described below. All preset colors  
and the cycle speed are retained when the system is turned OFF, or in the event of a power failure.

Keypad Functions 
 RUN  Pressing the RUN key at any time will start the color cycle program.

 HOLD  Press the HOLD key to halt the color change cycle at any point.  
The current displayed color will remain until the RUN key is pressed again.

 1, 2, 3, 4, 5, or 6  
   Press any one of the numbered keys to display a preset static color.   

 The cycle program is automatically put on hold and the preset color is displayed.

 SAVE  This key is only used when saving a new preset color.  
See “To Change a Preset Color” below.

 OFF  Pressing this key at any time will turn off the display.

To Change a Preset Color 
Simply press “HOLD” when the desired color is being displayed, press “SAVE”, then, within 3 seconds, press the number of the preset you 
wish to change to the new color. If the color displayed is not quite the right hue, use the “UP” or “DOWN” arrow keys to move forward 
or backward through the color cycle until desired color is displayed. Then press SAVE followed by the desired preset number. Key 6 is a 
special White pre-set. It can be used to display any color temperature from 2500˚K to 6500˚K using the “UP’ and “DOWN”  Arrow keys. 
Once the desired color is reached, press “SAVE” to lock in place. Only white shades are allowed to be saved to pre-set 6. 

To Change the Cycle Speed 
With the cycle program running, press both the UP and DOWN arrow keys simultaneously. Cycle Change mode will be entered and the 
system will flash the key number for the current speed selection. Then press any of the Preset Number keys. Number 6 is the fastest – 
approximately 3-1/2 minutes. Number 1 is the slowest – approximately 1-3/4 hours. When the number key is pressed, the LED system will 
respond by flashing the number of times equaling the key chosen. For example, if speed four is selected, the system will flash four times. 
If you change your mind, or if the system did not respond with the desired number, simply re-enter the number or select a different one. 
Finally, press “SAVE” to lock in this cycle speed. The system will automatically return to run mode. For example, if speed four is selected, 
the system will flash four times. If you change your mind, or if the system did not respond with the desired number, simply re-enter the 
number or select a different one.
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